


OW IT WORKS

Application: Average-Size Household or Small Commercial, Year-Round Use Two Collectors

Product performance varies with hot-water use and geographic location.
Performance independently verified by Bodycote Material Testing at the National Solar Test Facility in Mississauga, Canada.
HeatSafe Solar Collector

PRODUCT TECHNICAL SPECIFICATIONS
e T L colecters HEATSAFE SOLAR COLLECTORS

* Patented Collector Temperature Control, Two collectors shown. One-, three- and four-collector appliances also available.
US Patent #7,143,762 B2

* Frame & Flashing: Galvalume™ steel satin finish, : i |
neutral dark color i ‘

* Absorber: Copper tube on aluminum sheet P sp® #232023
i

absorptance 94% =+ 2%, emittance 5% = 2% J
* Glazing: Low-iron, patterned, tempered glass ‘ 1

. . 16 mm
with side edge guard T oty B Betveen Colecirs

Energy Station %g%ﬁéj,%?;h
e 33 Ib (] 5 kg) CenterFlasmng‘\ |
* Pump & Motor: 115 V/single phase/60 Hz, 6 W i
(1/125 HP) mechanical power output, 23 W * | cotectors
power input, nominal 0.25 A motor, precision Y*Mm,'ag?. Brpcket /%
miniature gear pump ] b
Controller & Monitor: Differential setpoint-type
controller, digital, programmable,
communicates wirelessly with remote monitor
 Heat-Transfer Fluid: Solution of 50% Propylene-
Glycol USP/EP by volume with distilled water,
non-toxic, no additives

Expansion Tank: Coated steel tank with internal e i

blcdder fF y‘-x ia ! i f T
e Heat Exchanger: High-efficiency, brazed-plate, ' i, 1 Ceue"dg«mr_pcknessj \_LEQBDIE_/?
stainless steel; available in double wall or single sann ann
wall.
Patented Anti-Fouling Protection,

US Patent # 6,827,091 ENERGY STATION

1176 mm
Collector Width
T 46-3/8 in

2749 mm
Overall Length
108-1/4 in

Front View Side View

Mounting Hardware (cover removed)

¢ Roof-, rack- or wall-mounted, EnerWorks
collectors have a proprietary bracket system

that is flexible and safe

Differential Temperature
Controller

/Thermosiphun Outlet
From Collector

Solar Storage Tank
* Standard North American electric preheat
storage tank—no power to elements

/From Collector

— Pressure Gauge

[611.71] Cold Water Inlet
24083 5

(MAINS)
To Collector

Auxiliary Storage Tank

* New or existing tank in good repair with at least
5 years of product life remaining. Electric,
natural gas, propane, oil source or a

temperature-sensitive demand water-heater 2 L. J
' .
Bundled Line-Set Releif Valve

[278.40]
10960 "

—Heat Exchanger

Cold Water from Tank

|~ Pump / Motor and Thermosiphon Inlet

[32031]

e 3/8" flexible copper tubing, closed-cell insulation Gl
and control wire all bundled in a UV and abrasion
protective layer. Hot and cold tube marked.| For more information, contact your dealer:
Available in 50 and 75 foot (15.24m and 22.86m)
lengths.
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Leof-Guard (opﬁonol) Gnegoth e r\m a Phone. 306.522.5326
. GclulvcllumeTM steel, satin finish, neutral dark S O L A R emailinfo@reginageo.com
color
« For applications where leaves or other debris
could collect under collectors
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